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CAM SWITCHES S...JPD
DATA SHEET

no: KK-tKR_JPD
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CAM SWITCHES S...J

S...JPD - switch in a plastic enclosure, with a front panel and a plate (IP65)

- Switching currents: 10, 16, 25, 32, 63, 100, and 160A

- Four groups according to overall dimensions: $10,16,25J; S32,63J; S100J; 160)J

- All terminals and internal connections are protected (IP20)

- High mechanical and electrical lives

- Fixed to the cover with 2 x M4 bolts (S10, 16, 25J) or with 2 x M5 bolts (S32, 40, 63, 100J)

- Contains two cable glands in the following sizes: Pg16 (for S10J-S16J), Pg21 (for S25J-540)),
Pg29 (for S63J and S$100J), Pg36 (for S160)J)

- The enclosure JPD contains cam switch with max 3 chambers (dimensions 280x166x165mm),
- The switches are also available in S...JP version — with no plate

- Conforms to EN 947-3, (EN 60 947-3, IEC 60 947-3), EN 60 204-1, and VDE 0660

TECHNICAL DATA:

Parameter Value

$10J S16)J $25) S32) S63J $100J

$160J

Rated insulation voltage

TRYE) 500 690 690 690 690 690

690

Rated impulse withstand
voltage Uimp, kV

Rated thermal current Iy,

A 10 20 25 32 63 100

150

Rated switching current
le, A

for utilization categories:
AC-21A — Resistive loads 10 16 25 32 60 100
AC-1 - Slightly inductive
loads

150

Rated operational
power, kW

AC-3 - Squirrel-cage
motors, starting up
and shutting down of
motors in operation
1-phase: 220-240V 1,5/8,5 | 1,7/9,6 | 2,6/14,7 | 4/22,7 5/28,4 | 10/56,8
3-phases: 220-240V 2,5 3 4,5 7 8,5 17
380-440V 3,5/6,3 4/7,2 7,5/13,5 | 12/17,3 15/27 30/54
500V 3,5 4 7,5 12 15 30

13/73,8
23
40/72
40

AC-23A - Commutation
of motors and highly
inductive loads
1-phase: 220-240V 1,7/9,6 2,3/13 3/17 6,8/32 | 10/56,8 | 13/73,8
3-phases: 220-240V 3 4 5,5 10 17 23

18/102
30
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380-440V 5,5/10 | 7,5/13,5 | 11/19,8 | 17,5/32 30/54 40/72 55/99
500V 5,5 7,5 11 22 30 40 55

DC rated switching
current DC, I, A

(with a single switching
terminal;
DC-21A/DC-22A;
Resistive load / Shunt

motors)

24V 10/8 16/8 25/8 32/12 63/25 100/32 150/63
48V 6/4 6/4 6/4 25/10 25/16 32/20 32/20
110V 1/0,3 1/0,3 1/0,3 4/3 4/3 5/4 5/4
220V 0,3/0,2 0,3/0,2 0,3/0,2 1/0,4 1/0,4 1,2/0,5 1,2/0,5
Mechanical life (cycles) 106 10° 10° 3x10° 3x10° 3x10° 10°
Cross-section of

connected conductors, 0,5-2,5 1-4 1,5-4 2,5-10 6-16 16-50? | 16-50?
mm?

Type of terminals M3 M4 M4 M5 M5 M6x0,75 | M6x0,75
Protection c!ass of the P20

contact section

Protection class of the

section located over the IP65

desk

Ambient temperature °C -30...455

The product conforms to the following standards: PN-EN 60947-1 and PN-EN 60947-3.

1 In reality, if a particular network has a neutral earth conductor, overvoltage category IlI
and level of environmental pollution 2; Ui=500V if level of environmental pollution is 3

2 The U value is reduced to 400V if the switch operates as a main switch (S...JU designs)
3) The maximum cross-section is 70mm2 for a single Cu conductor
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DIMENSIONS

$10,16,25,32,63,100 JPD
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Type A2 B1 B2 L1 L2 P S1 Vi Z Z1 Y
$10,16,25) 48 66 73 86 100 24 87 110 46 22 4,2
S32,63) 66 110 110 140 - 35 140 160 74 30 5,4
S100J 66 110 110 140 - 35 140 160 74 30 5,4
Type Max no of chambers
L1 L2
$10,16,25) 3 4
$32,63) 4 -
$100)J 3 -
$160 5 -
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